
1983 SPECIFICATIONS: V45 INTERCEPTOR (VF750F) 
ENGINE 748 CC, DOHC, 90° V-4, liqu id- SEATHEIGHT 

cooled with sixteen valves 
32.3 inches 

BORE AND STROKE 70 mm x 48.6 mm 

COMPRESSION RATIO 10.5:1 

FUEL CAPACITY 

WHEELS 

5.8 ga llons, including 1.1 ga llons reserve 

ComCast 

CARBURETORS Four 32 mm CV TIRES Front: 120/ 80-16 tube less 
Rear: 130/80-18 tubeless 

IGNITION Solid state SUSPENSION Front: Air-adjustable forks with three-way adju stable 
rebound damping 

Rear: Air-adjustable Pro-Link with four-way ad justable 
rebound damping 

STARTER 

TRANSMISSION 

DRIVELINE 

WHEELBASE 

Electric 

Five-spe ed 

Sealed O-ring chain 

58.9 inches 

BRAKES 

DRY WEIGHT 

CO LORS 

Front: Dual disc with twin piston ca lipers 
Rear Disc with twin piston caliper 

487. 2 pounds 

Blue, Red 

OPTIONAL HONDALlNE® Engine guard, rear seat cover and body cover 
EQUIPMENT 

ALWAYS WEAR A HELMET AND EYE PROTECTION. Spec ifica tions and availability subj ect to change with out notice 
© 1982 American Honda Motor Co , Inc . Printed In U.S.A. A0407 

Rear view mirrors are standa rd equ ipment. tSAE net taken at the crankshaft . TRAC,'MPro-Link'" and CorrCast' " are Honda trademarks. 
Photog raphed under con trolled conditions with a professional rider. 
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